
Check the Kennametal website!

Holemaking

Visit http://www.kennametal.com/holemaking/ to browse our electronic catalogue any time you’re looking for Kennametal’s best tooling 
solutions. It’s fast, free, and always available. The online e-catalogue is updated weekly with products and solutions for milling, turning, drilling, 
and tooling systems applications.

Solid Carbide Drills
Application Data

� Y-TECH™ Drill • B29_YPL Series • Grade KC7315™ • Through Coolant for Drill Diameters 3–20mm

Cutting Speed — vc Metric
Range — m/min Recommended Feed Rate (f) by Diameter

Material
Group min Starting

Value max 3,0 4,0 6,0 8,0 10,0 12,0 16,0 20,0

P 5 45 65 80 mm/r 0,04 - 0,08 0,06 - 0,09 0,07 - 0,12 0,09 - 0,16 0,11 - 0,19 0,13 - 0,21 0,15 - 0,26 0,18 - 0,30

M
1 40 50 60 mm/r 0,07 - 0,11 0,08 - 0,12 0,13 - 0,17 0,14 - 0,21 0,14 - 0,21 0,17 - 0,23 0,19 - 0,25 0,22 - 0,27
2 40 50 80 mm/r 0,07 - 0,11 0,07 - 0,12 0,08 - 0,17 0,13 - 0,21 0,14 - 0,22 0,17 - 0,28 0,19 - 0,32 0,22 - 0,34
3 40 50 70 mm/r 0,04 - 0,06 0,04 - 0,07 0,04 - 0,07 0,05 - 0,08 0,06 - 0,09 0,06 - 0,10 0,06 - 0,10 0,07 - 0,11

S

1 15 20 30 mm/r 0,06 - 0,08 0,06 - 0,08 0,07 - 0,10 0,10 - 0,13 0,11 - 0,14 0,12 - 0,16 0,14 - 0,19 0,17 - 0,22
2 20 10 30 mm/r 0,05 - 0,07 0,05 - 0,07 0,06 - 0,08 0,08 - 0,11 0,09 - 0,12 0,10 - 0,13 0,12 - 0,16 0,14 - 0,18
3 25 30 50 mm/r 0,03 - 0,05 0,03 - 0,05 0,04 - 0,08 0,05 - 0,10 0,05 - 0,10 0,05 - 0,10 0,07 - 0,11 0,08 - 0,12
4 30 25 50 mm/r 0,03 - 0,05 0,03 - 0,05 0,04 - 0,08 0,05 - 0,10 0,05 - 0,10 0,05 - 0,10 0,07 - 0,11 0,08 - 0,12
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